Mimaki

USB2.0 Driver Installation Guide

This guide describes on the USB2.0 driver installation in use of the inkjet plotter.
To use a USB2.0 interface, USB2.0 driver installation is required.
Read this guide carefully before installing the USB2.0 driver.

The method of installation differs according to the operating system of the computer. Refer
to the page explaining how to install the driver in your operating system.

Windows 2000/XP Windows Vista

—P3 — P.15

Notes

» Do not copy this manual in whole or parts in any form without prior approval from Mimaki.

* Do not copy this software to any other disk for the purpose of other than making a backup
disk or load it in memory for the purpose of other than execution.

o Except for the damages prescribed in Warranty Notes of Mimaki Engineering Co., Ltd.,
Mimaki Engineering Co., Ltd. assumes no responsibility for effects (including loss of
income, indirect damages, special damages, or other financial damages) resulting from
the use or non-use of the product.

Microsoft and Windows are registered trademarks of Microsoft Corporation of the U.S.A.
Each of the company and product names is a trademark or a registered trademark of each individual company.



Precaution in Use

A Do not use the USB2.0 driver under the following environment

Plotter connection with the cable not supporting USB2.0 Hi-Speed
Plotter connection with the extender USB board such as PCI board
Plotter connection with the extender USB cable

Plotter connection with the USB repeater cable

Plotter connection with the USB hubs

Use of the self-produced, or altered computer

A Never do the following performance

¢ Insert and remove a USB cable during the driver installation

¢ Insert and remove a USB cable during data transferring

¢ Insert and remove a USB cable in a short intervals

¢ Shutdown, reboot, suspend, sleep or hibernation during data transfer-
ring

¢ Insert and remove a USB cable during suspend, sleep or hibernation

e When remove a USB memory from computer with the plotter power ON
status, be sure to execute “Safely Remove Hardware”.




Driver Installation Guide for Windows 2000 / XP

System Requirements

The following conditions are required to use USB2.0 driver.

Computer IBM PC or compatible PC with built-in USB2.0 port (Hi-Speed).
oS Microsoft® Windows® 2000 Professional (service pack 4 or later)

Microsoft® Windows® XP"! Professional / Home Edition (service pack1 or later)
Microsoft® Windows® Server 2003"! Standard Edition (service pack1 or later)

CPU Pentiumlll 1GHz and above 2
Memory 256MB and above?
Plotter All types of Mimaki inkjet plotters with USB2.0 interface.

Multiple plotter 1 to 4 units™

connection™

*1 : 64 bitOS (x64 Edition) is not supported.

*2 : Depending on the system environment, data output may not obtain sufficient performance.
In this case, confirm the specification of application.

*3 : The number of plotters to be connected to one computer.

*4 : To connect multiple plotters to one computer, application must support the multiple plotter connec-
tion. Confirm the application specification of multiple plotter connection system requirements.



Installation flow

Install from

Home Page.
LR
Click USB2.0 Driver DoubIe-cIicI;f[Setup.exe]
set-up. downloaded file.
Select the Ianguage Choose Setup Language
|

When installation wizard When version-upgrading
is displayed, screen is displayed,

Welcome to the Instalishield Wizard for
Driver

Mimaki USB2.0 Mimaki USB2.0 Driver

\?/ This setup wil perform an upgrade of imak LISB2,0 Driver'. Do you want to continue?

e Go to the page 13 to read and fully under-
stand the explanations and start version-
upgrading of the USB Driver.

e Go to the next page to read and fully

understand the explanations and install the
USB Diriver.




Installation procedure

o Installation procedure differs between Windows XP/ Windows Server 2003, and Windows

2000.
(In the case of Windows XP or Windows Server 2003, additional installation procedures

are required after connecting the plotter.( — P.8))

1

Remove a USB cable that connects plotter and computer.
» Keep the USB cable unconnected during installation to complete the installation

properly.

Insert the CD-ROM in the disk drive and click |[USB2.0 Driver Setup| in

the activated menu screen.
* \When you downloaded from the Home Page, double-click [Setup.exe].

Select the language and click [OK].

Choose Setup Language

g Select the language for this installation from the choices below.
\

English (United States) v
0K Cancel

Install wizard activates. Click [Next].

15 Mimaki USB2.0 Driver - InstallShield Wizard @

welcome to the InstallShield Wizard for
Mimaki USB2.0 Driver

The InstallShield(R) Wizard will install Mimaki USB2.0 Driver on
your computer, To continue, click Mext,

WARNING: This program is protected by copyright law and
international treaties,




5 Software License Agreement screen appears.
Read the agreement carefully, and check [| accept the terms in the
license agreement] to agree the agreement.

Click [Next].

1% Mimaki USB2.0 Driver - InstallShield Wizard

License Agreement

Please read the following license agreement carefully.

SOFTWARE LICENSE AGREEMENT e

FPlease read this Software License Agreervent before installing the Software.

By installing the Software, you agree to he hound by the terms of this agreerment =
If wou do not agree to the terras of this agreexaent, you should not install or use this Software,
and the Software and any Copy thereof in the terporary merory or hard disk should be

deleted promptly from the user’s computer.

Article 1 Definition of Tenus
1."Software” shall reean the computer prograra that is supplied with this Agreement.
2 "Related Iaterial" shall mean the manual and any other Software-related documents

.

|

license agreement

[ <Back I“ mext> || cancel

6 Click |Install| to start installation.

{5 Mimaki USB2.0 Driver - InstallShield Wizard

Ready to Install the Program
The wizard is ready ko begin installation.

Click Install ko begin the installation.

If you want to review or change any of your installation settings, dlick Back. Click Cancel to
exit the wizard,

Click to stop installation.

7 Installation completes.

Mimaki USB2.0 Driver Installer Information @

1 ) Driver installed. Restart system and connect a printer.

Click |OK .



8 Completion screen appears.

11§ Mimaki USB2.0 Driver - InstallShield Wizard 3

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed Mimaki
USE2.0 Driver, Click Finish ta exit the wizard,

Click |Finish.
Q Click to restart system.

it? Mimaki USB2.0 Driver Installer Information

A

‘You must restart your system for the configuration
changes made to Mimaki USB2.0 Driver to take effect.
Click Yes ko restart now or Mo if you plan to restart
later,

Connect a plotter and a computer with a USB cable.
» For details of the connecting procedures, refer to the Operation Manual of the plot-
ter.

e |fyou are the user of Windows 2000, installation is completed here. To confirm if the installation is
completed properly, refer to page 11.

o [f you are the user of Windows XP or Windows Server 2003, go to the next page to complete the
procedures.




If you are the user of Windows XP or Windows Server 2003, the follow-
ing procedures are required.

e \When you re-connect or replace the USB cable on the computer side, "Found New Hardware"
screen could appear. In such a case, take the following steps.

11 The following screen appears when connecting a plotter.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windows wil search for current and updated software by

looking on your computer. on the hardware installation CD. or on
the Windows Update Web site: (with your permission).

Read our privacy policy

Can Windows connect to Windows Update to search for
software?

O Yes, this time: only
gly time | connect a device

Click Nest to continue.

Select [No. not this time] and Click [Next].

<— This screen will not appear if your Oper-
ation system is Windows XP Service
Pack 1.
In that case Go to Step 12.

12 Click [Next|. Starts the installation automatically.

Found New Hardware Wizard

This wizard helps you install software for:

Mimaki USB2.0 Data Port Controller

") 1 your hardware came with an installation CD
&2 or floppy disk, insert it now.

What do you want the wizard to do?

(@ iinstall the software (R
© Install from a list or specific location (Advanced)

Click Next to continue.

<Back Next > Cancel

Select .



For Windows Server 2003 Users;
Security Alert screen appeas. Click [Yes|

Security Alert - Driver Installation X|

1 The driver software you are installing for:
.

Mimaki USB2.0 Data Port Controller

has not been properly signed with Authenticode(TM) technology.
Thesefore, Windows cannat tell if the software has been modified
since it was published. The publisher's identity cannot be verified
because of a problem:

The installed INF file does not contain digital signature
information.

Do you still want to install this driver software?

| More Info I

13 Completes the installation.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard
The wizard has finished instaling the software for:

G Mimaki USB2.0 Data Port Controller

Click Finish to close the wizard

Click [Finish].

1 4 Found New Hardware Wizard of status driver appears.

Found New Hardware Wizard

Welcome to the Found New

Hardware Wizard

Windows wil search for current and updated software by
locking on your computer, on the hardware installation CD, or on
the Windows Update Web site (with your permission).

Read our privacy policy

CanWindows connect to Windows Update to seatch for
software?

O es. this time only
& time | connect a device

Click Next to continue.

Cancel

Select [No. not this time] and click [Next].

<— This screen will not appear if your
Operation system is Windows XP
Service Pack 1.
In that case Go to Step 15.



10

15 Click [Next|. Starts the installation automatically.

Found New Hardware Wizard

This wizard helps you install software for:

Mimaki USB2.0 Status Port Controller

(=) 1f your hardware came with an installation CD
<3 or floppy disk, insert it now.

What da you want the wizard to do?
' @ iinstall the software (R '

v m

Click Nest to continue.

For Windows Server 2003 Users;
Security Alert screen appeas. Click [Yes|.

Security Alert - Driver Installation x|

] The diiver software you are installing for:
]

Mimaki USB2.0 Status Port Controller

has not been properly signed with Authenticode(T M) technology.
Therefore, Windows cannot tell if the software has been modified
since it was published. The publisher's identity cannot be verified
because of a problem:

The installed INF file does not contain digital signature
information.

Do you still want to install this driver software?

More Info I

1 6 Completes the installation.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard
The wizard has finished instaling the software for:

G Mimaki USB2.0 Status Port Controller

Click Finish to close the wizard,

Click [Finish].

e \When you wish to confirm if the installation is completed properly, please refer to next page.




Confirm the installation

Confirm the installed USB driver.

e |n case a plotter is not connected, the device cannot be recognized.

CAUTION Connect a plotter with a USB cable before confirming the installation.

1

Activate [Properties] by right click on the [My computer].
Alternatively, activate [System] from [Control Panel].
Select [Hardware] tub and click on | Device Manager|.

System Properties E]@
System Restore Auton: Remote
General Computer Name: Advanced

Device Manager
g The Device Manage lists all the hardware devices installed
on your compuiter. Use the Device Manager to change the

= pioperties of any device:

Drivers

@‘ Diiver Signing lets you make sure that installed drivers are
Zf  compatble with Windows. Windows Update lets you set up
how Windows connects to Windows Update for drivers.

[ Driver Signing ] [ Windows Update ]

Hardware Profiles

. Hardware profiles provide a way for you to set up and store
&gl diterent hardware configurations.

* This is a screen of Windows XP
service pack 2.

Confirm “Mimaki USB2.0 Data Port Controller” and “Mimaki USB2.0
Status Port Controller” are displayed under the “Mimaki USB Port Con-
trollers”.

£, Device Manager

Fle Action View Help

==
'y Computer
< Disk drives

 Display adapters

2 DVDJCO-ROM drives

1 & Floppy disk controllers

- A4 Floppy disk drives

¥ () IDE ATAJATAPI controllers

=2
#
&3
+
+

)& IEEE 1394 Bus host controllers
#-# Intel AIM 3.0 Codec
#) 12 Keyboards

S é Mimaki USE Port Controllers
Mimaki USB2.0 Data Port Contraller
Mimaki LISB2.0 Status Pork Controller
o

+1 @ Nehwnrk adanters

e When the device is not appeared or a caution mark appears on the screen, the instal-

CAUTION lation has not been completed properly. Confirm the following items.

e Confirm the status of computer referring to [Precaution in Use] of P.2. and then re-
perform installation.
o Make sure that the cables of computer and plotter are securely connected.
e Reboot the computer.
e After uninstalling the driver( — P.12), try again the installation.
In case the device is not appeared even if confirming the above, please call your local
distributor for services.

11




Uninstalling the driver / Confirming the version

1 Remove a USB cable that connects plotter and computer.
« \WWhen you confirm the version, the cable is not required to be removed.

2 Select [Control Panel] from the Start Menu.

3 Select [Add or Remove Programs] — [Mimaki USB2.0 Driver].
e In the case of Windows 2000, double-click [Add/Remove Hardware], and then
select [Mimaki USB2.0 Driver].

B Add or Remove Programs FEX
-
x;,_«f CQurrently installed programs: [0 Show updates Sort by | Name v

forde o || 50 Intel(R) Extreme Graphics 2 river 26 2.16M8

35 1ntel(R) PRO Netw tapters and Drivers
e

i) Mimaki USB2.

Prograis. e four computer, dlick Remoy .

€ 5 windows 3P Service Pack 2
AddjRemove
Windows
Componenks

@

Set Program
HAccess and
Defauks

e When you confirm the information

=»Click [Click here for support information].

B Support Info

Mimaki USB2.0 Driver

Use the following information to get technical support for
Mimaki USB2.0 Driver

Publisher: Mimaki Engineering Co.,Ltd
Wersion: il

Version information

e When you uninstall -=Click |Close]|,

Add or Remove Programs

\?/ Are you sure you want to remove Mimaki USE2.0 Driver from your computer?.

Yo Jf w |

When this removal confirmation screen

is displayed, click .




Upgrading the driver

1

Make access to Mimaki Engineering's Home Page (http://

www.mimaki.co.jp/english/top/index.php) and display the down-load-

ing page of USB2.0 driver.

» The down-loading page displays the version information, renewal date, name of
the file to be downloaded.

Download the file to your computer.
¢ The file with the same name as described in [File name] in downloading page will
be downloaded.

Double-click the downloaded file to decompress.

Disconnect the cable if the plotter and the computer are connected
with the USB cable.

Double-click [Setup.exe] in [usb20_v***].
o [***] indicates USB2.0 driver's version.

Select the language and click [OK].

Choose Setup Language

g Select the language for this installation from the choices below.
¥

English (United States] v

ll OK IE Cancel ]

Confirmation screen of version upgrading appears. Click [Yes].

Mimaki USB2.0 Driver

:\.’/ This setup wil perform an upgrade of 'Mimaki LISB2,0 Driver', Do you want to continue?

Resuming the InstallShield wizard for Mimaki
USB2.0 Driver

The InstallShield(R} Wizard will complete the installation of
Mimaki USE2.0 Driver on your computer. Ta continue, click
Next.

i Cancel

13
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9 Installation completes.

Mimaki USB2.0 Driver Installer Information @

1 ) Driver installed. Restart system and connect a printer.

Click |OK|.

10 Completion screen is displayed.

11§ Mimaki USB2.0 Driver - InstallShield Wizard 3

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed Mimaki
USE2.0 Driver, Click Finish ta exit the wizard,

Click | Finish|.
11 Click to restart system.

i Mimaki USB2.0 Driver Installer, Information

‘You must restart your system for the configuration

! changes made to Mimaki USB2.0 Driver to take effect.
Click Yes to restart now or No if you plan to restart
later,

Connect a plotter and a computer with a USB cable.
» For details of the connecting procedures, refer to the Operation Manual of the plot-

ter.

e |f you are the user of Windows 2000, installation is completed here. When you wish to confirm if
the installation is completed properly, please refer to page 11.
e |f you are the user of Windows XP, or Windows Server2003, go to the page 8 to complete the pro-

cedures.




Driver Installation Guide for Windows Vista

System Requirements

The following conditions are required to use USB2.0 driver.

Computer IBM PC or compatible PC with built-in USB2.0 port (Hi-Speed).
0s Microsoft® Windows Vista™ Home Basic (32bit/64bit) /
Home Premium (32bit/64bit) / Business (32bit/64bit) /
Enterprise (32bit/64bit) / Ultimate (32bit/64bit)
CPU Intel/AMD CPU 1GHz and above™' "
Memory 512MB and above (Home Basic), 1GB and above (other than Home Basic)
Plotter All types of Mimaki inkjet plotters with USB2.0 interface.
Multiple plotter 1 to 4 units™
connection™

*1 : Except the Intel Itanium processor.
A CPU with 64-bit support when using a 64-bit operating system.
*2 : Depending on the system environment, data output may not obtain sufficient performance.

In this case, confirm the specification of application.
*3 : The number of plotters to be connected to one computer.
*4 : To connect multiple plotters to one computer, application must support the multiple plotter connec-

tion. Confirm the application specification of multiple plotter connection system requirements.

15



Installation flow

Install from
Home Page.

Click USB2.0 Driver DoubIe-cIicI;f[Setup.exe]

set-up. downloaded file.

i Lo

Select the language Chonss Seiwp Loneuge

@ Select the language far this installation from the choices below
i

=]

[Engllsh [United States| ']
When installation wizard When version-upgrading
is displayed, screen is displayed,
. e U020 D R e | Mimaki USB2.0 Driver [Ex])
s e ‘6‘ L: I peform an upgrade of Mimaki USB24 Drver Do you

e Go to the page 24 to read and fully under-
stand the explanations and start version-
) o upgrading of the USB Driver.

e Go to the next page to read and fully
understand the explanations and install the
USB Driver.

o Versions that support Windows Vista are Version 1.10 or later.
CAUTION When downloading a driver from the Web, be sure to download 1.10 or later.
o To install the driver, it is necessary to login as a user with Administrator privileges. Be
sure to install the driver as the Administrator.




Installation procedure

1 Remove a USB cable that connects plotter and computer.
* Keep the USB cable unconnected during installation to complete the installation
properly.

2 Insert the CD-ROM in the disk drive and click [USB2.0 Driver Setup| in
the activated menu screen.
¢ When you downloaded from the Home Page, double-click [Setup.exe].

3 Display the User Account Control screen. Check that the issuer is

Mimaki and click [Continue].

User Account Contral @

If you started this program, continue.

g Setup Launcher
' Mimaki Engineering CO., LTD.

Egﬁ' Details |[ Continue ] Cancel

User Account Control helps stop unautherized changes to your computer.

e You may be asked to enter the Administrator password. In this case, enter the
Administrator password and go on to the next step.

4  Select the language and click [OK].

Choose Setup Language X

@ Select the language for this installation from the choices below.
1

[Engish [United States) -]

[[ Ok J ] Cancel ]

5 Install wizard activates. Click [Next|.

) Mimaki USBZ2.0 Driver - InstallShield Wizard |

Welcome to the InstallShield Wizard for
Mimaki USB2.0 Driver

The InstallShield(R) Wizard will install Mimaki USB2.0 Driver on
your computer. To continue, dick Next.

WARNING: This program is protected by copyright law and
international treaties.

< Back Mext > Cancel

17



6 Software License Agreement screen appears.
Read the agreement carefully, and check [| accept the terms in the
license agreement] to agree the agreement.
Click

) Mimaki USB2.0 Driver - InstallShield Wizard L]

License Agreement

Please read the following license agreement carefully.

SOFTWARE LICENSE AGREEMENT s

Plzase read this Softwars License Agresment before installing the Softwars. ‘ =
By installing the Software, you agres to be bound by the terms of this agresment.
[If you do not agrze to the terms of this agreement, you should not install or use this Software,

jand the Software and any Copy thersof in the temporary memory or hard disk should be
deleted promptly from the user's computer.

| Article 1 Definition of Terms

1."Software" shall mean the computer program that is supplied with this Agresment.
|2."Related Material" shall mean the manual and any other Software-related documents i

e agreer E.n.t.]
() I do not accept the terms in the license agreement

InstallShield
[ < Back I][ Next > Cancel
7 Click to start installation.
15! Mimaki USB2.0 Driver - InstallShield Wizard (]

Ready to Install the Program

The wizard is ready to begin installation.

Click Install to begin the installation.

If you want to review or change any of your installation settings, dick Back. Click Cancel to
exit the wizard.

Instalishield

[ < Back I][ Instal ] I[ Cancel

Click to stop installation.

8 Installation completes.

Mimaki USB2.0 Driver Installer Information | ]|

| Driver installed, Restart system and connect a printer,

Click




9 Completion screen appears.

) Mimaki USBZ2.0 Driver - InstallShield Wizard |

Installshield Wizard Completed

The InstallShield Wizard has successfully installed Mimaki
USB2.0 Driver. Click Finish to exit the wizard.

< Back | Finish ' Cancel

Click | Finish|.
10 Click to restart system.

5] Mimaki USB2.0 Driver Installer Information X

changes made to Mimaki USB2.0 Driver to take effect.
Click Yes to restart now or No if you plan to restart
later.

& ‘You must restart your system for the configuration

Connect a plotter and a computer with a USB cable.
» For details of the connecting procedures, refer to the Operation Manual of the plot-
ter.

19



Confirm the installation

Confirm the installed USB driver.

e |n case a plotter is not connected, the device cannot be recognized.
CAUTION Connect a plotter with a USB cable before confirming the installation.

1 Click [Control Panel] - [Hardware and Sound].

[ESIE=)

S5 I 2]
« Control Panel Home .
o System and Maintenance User Accounts and Family
MW Get started with Windows % Safety
Back up your computer 1 5et up parental controls for any user
1® Add or remove user accounts
Security

Check for updates

Check this computer's security status

@ Allows progrem through Windows
Firewall

Appearance and
Personalization

Change desktop background
Customize colors

Adjust screen resolution

Network and Internet

W’
View network status and tasks .
Set up file sharing Clock, Language, and Region
pll-. Change keyboards or other input
o methods
@

Change display language

Printer

Ease of Access
Mouse

Let Windows suggest settings

Optimize visual display
Programs

Uninstall a program

Change startup programs Additional Options

Recent Tasks
Uninstall a program

Change your Windows
pessword

2 Click [Device Manager].

%)+ Control Panel » Hardware and Sound » <4 ) lsearen 2]

ntro! Ponel Home Adjust system volume | Change system sounds | Manage audio devices

ystem and Maintenance J Mouse

Secuty Change button settings | Change pointer appearance

Network and Internct . -
\@ Power Options

Hardware and Sound Change power-saving settings | Change what the power buttons do

Programs Require a password when the computerwakes | Change when the computer sleeps

User Accounts and Family
!f Personalization
Change size of on-screen items | Adjust screen resolution
How to correct monitor flicker (refresh rate)
Clock, Language, and Region
[T p— == Scanners and Cameras
View scanners and cameras | Scan a document or picture

Additional Options

Classic View < Keyboard
Change cursor blink rate | Check keyboard status

ces | (@ Update device drivers

Q Phone and Modem Options

Recent Tasks Set up dialing rules

Uninstall a program
m Game Controllers

Change your Windows
Set up USB game controllers

password




3 Confirm “Mimaki USB2.0 Data Port Controller” and “Mimaki USB2.0
Status Port Controller” are displayed under the “Mimaki USB Port Con-
trollers”.

) Device Manager = | Bl ||
File Action View Help

L ARl 7 N

1Kl Computer

g Disk drives

B, Display adapters

&4} DVD/CD-ROM drives

ot Floppy disk drives

< Floppy drive controllers

g IDE ATA/ATAPI controllers

§ IEEE 1394 Bus host controllers
2 Keyboards

PL_Mice and other pointing devices
¥ Mimaki USB Port Controllers
§ Mimaki USB2.0 Data Port Contraller
§ Mimaki USB2.0 Status Port Controller
onitors.

&F Network adapters

&I Portable Devices

T Ports (COM & LPT)

I3 Processors

% Sound, video and game controllers
< Storage controllers

K System devices

§ Universal Serial Bus controllers

o \When the device is not appeared or a caution mark appears on the screen, the instal-
CAUTION lation has not been completed properly. Confirm the following items.
e Confirm the status of computer referring to [Precaution in Use] of P.2. and then re-
perform installation.

o Make sure that the cables of computer and plotter are securely connected.

e Reboot the computer.

o After uninstalling the driver( — P.22), try again the installation.
In case the device is not appeared even if confirming the above, please call your local
distributor for services.
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Uninstalling the driver / Confirming the version

1

Remove a USB cable that connects plotter and computer.
« \WWhen you confirm the version, the cable is not required to be removed.

Select [Control Panel] from the Start Menu.
Click [Uninstall a program].

If [Details Pane] is not displayed, click [Organize] - [Layout] - [Details
Pane] to display [Details Pane].

b
@( y=[E > Control Panel » Programs » Progrems and Festures ~ [ 42 || search 2|

Uninstall or change a program

To uninstall a pregram, select it from the list and then click "Uninstall”, "Change”, or "Repair”.

_ Organize + | 15 views

]

New Folder Publisher Installed On

p— Mimaki Enginesring Co, Ltd 1/9/2007
off
Copy
[] Paste
Undo

Redo

Select All

Layout » Menu Bar
Folder and Sezrch Options T

Delete

Rename
Remove Properties

Properties

Close

" ’

[EBIETEE)

"l » Control Panel » Programs » Programs and Features ~ | %3 | 5earch 2|

Uninstall or change a program

To uninstall a program, select it from the list and then click "Uninstall’, "Change”, or "Repair"

Organize + 12 Views {1 Uninstall @

Name Publisher Installed On  Size
[ Adobe Flash Player 3 ActiveX. Adobe Systems 1/9/2007
off dols Gt 20000 RELAY, -1
[ Mimaki USB2.0 Driver Mimaki Engineering Co, Ltd 1/9/2007 260 KB
m e s

Mimaki USB2.0 Driver  Publisher: Mimaki Engineering Co' Product version: 1.00 '
. 1 Size: 260 KB

Support link: hitp://www.mimaki.co,p

* See [Product version] in the lower right of the screen to confirm the version of the
driver.
If the version is not displayed, increase the size of the window.



User Account Control is displayed. Click

User Account Contral ==

'-\ﬂ-' An unidentified program wants access to your computer

Den't run the program unless you know where it's frem or you've used it
before,

@ Unidentified Publisher

% Cancel

Tdon't know where this program is frem or what it's for,

9 Allow

Ttrust this program. [ know where it's from or I've used it before,

(¥ Details

User Account Control helps stop unautherized changes to your computer.

Click

Programs and Features

IA Are you sure you want to uninstall Mimaki USB2.0 Driver?

[C] Inthe future, do not show me this dialog box

23
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Upgrading the driver

1

Make access to Mimaki Engineering's Home Page (http://

www.mimaki.co.jp/english/top/index.php) and display the down-load-

ing page of USB2.0 driver.

» The down-loading page displays the version information, renewal date, name of
the file to be downloaded.

Download the file to your computer.
¢ The file with the same name as described in [File name] in downloading page will
be downloaded.

Double-click the downloaded file to decompress.

Disconnect the cable if the plotter and the computer are connected
with the USB cable.

Double-click [Setup.exe] in [usb20_v***].
o [**] indicates USB2.0 driver's version.

Display the User Account Control screen. Check that the issuer is

Mimaki and click [Continue|.

User Account Contral @

i \"f”

If you started this program, continue,
@ Setup Launcher
' Mimaki Engineering CO,, LTD.

v Details | Continue | Cancel

User Account Control helps stop unautherized changes to your computer.

* You may be asked to enter the Administrator password. In this case, enter the
Administrator password and go on to the next step.

7  Select the language and click [OK].

Choose Setup Language X

g Select the language for this installation from the choices below.
1

[Engish [United States) -]

[[ (0] 3 ] ] Cancel |




8 Confirmation screen of version upgrading appears. Click [Yes].

Mimaki USB2.0 Driver [

9‘ This setup will perform an upgrade of 'Mimaki USB2.0 Driver'. Do you

want to continue?
' Yes i No

9 Install wizard activates. Click

) Mimaki USBZ2.0 Driver - InstallShield Wizard |

Welcome to the InstallShield Wizard for
Mimaki USB2.0 Driver

The InstallShield(R) Wizard will install Mimaki USB2.0 Driver on
your computer. To continue, dick Next.

WARNING: This program is protected by copyright law and
international treaties.

< Back Mext > Cancel

10 Installation completes.

Mimaki USB2.0 Driver Installer Information ||

Driver installed. Restart system and connect a printer.

Click [OK].

11 Completion screen is displayed.

4] Mimaki USB2.0 Driver - InstaliShield Wizard X ]

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed Mimaki
USB2.0 Driver, Click Finish to exit the wizard,

Back l Finish .

ncel

A
o
I

Click

25
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12 Click to restart system.

‘_'E Mimaki USB2.0 Driver Installer Information ||

‘You must restart your system for the configuration
changes made to Mimaki USE2.0 Driver to take effect.
Click Yes to restart now or Mo if you plan to restart
later.

Connect a plotter and a computer with a USB cable.
o For details of the connecting procedures, refer to the Operation Manual of the plot-
ter.

e \When you wish to confirm if the installation is completed properly, please refer to page 20.
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